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Id Number Title Year Organization Page
1 DO-352B Interoperability Requirements Standard for Baseline 2 ATS Data Communications, FANS 1/A Accommodation (FANS

1/A - Baseline 2 Interop Standard)
2024 RTCA 296

2 DO-353B Interoperability Requirements Standard for Baseline 2 ATS Data Communications, ATN Baseline 1 Accommodation (ATN
Baseline 1 - Baseline 2 Interop Standard)

2024 RTCA 210

3 DO-401 Minimum Operational Performance Standards (MOPS) for Dual-Frequency Multi-Constellation Satellite-Based
Augmentation System Airborne Equipment ERRATA INCLUDE

2024 RTCA 779

4 DO-230M Standards for Airport Security Access Control Systems 2024 RTCA 384
5 DO-352B Interoperability Requirements Standard for Baseline 2 ATS Data Communications, FANS 1/A Accommodation (FANS

1/A - Baseline 2 Interop Standard)
2024 RTCA 296

6 DO-353B Interoperability Requirements Standard for Baseline 2 ATS Data Communications, ATN Baseline 1 Accommodation (ATN
Baseline 1 - Baseline 2 Interop Standard)

2024 RTCA 210

7 DO-401 Minimum Operational Performance Standards (MOPS) for Dual-Frequency Multi-Constellation Satellite-Based
Augmentation System Airborne Equipment ERRATA INCLUDE

2024 RTCA 779

8 DO-230M Standards for Airport Security Access Control Systems 2024 RTCA 384
9 DO-405 Minimum Operatinal Performance Standard for Helicopter Terrain Awareness Warning System (HTAWS) for Onshore

Helicopter Operations
2023 RTCA 103

10 DO-377B Minimum Aviation System Performance Standards for C2 Link Systems
Supporting Operations of Unmanned Aircraft Systems in U.S. Airspace

2023 RTCA 1058

11 DO-381A Minimum Operational Performance Standards (MOPS) for Ground Based Surveillance Systems (GBSS) for Traffic
Surveillance

2023 RTCA 134

12 DO-350B
VOLUME 1 &
2

Safety and Performance Requirements Standard for ATS Data Communications (SPR Standard) 2023 RTCA 726

13 DO-403 System Performance and Interoperability Requirements for Non-Cooperative UAS Detection Systems 2023 RTCA 70
14 RR-001 Survey of Radio Frequency (RF) Performance Standards for

Aeronautical RF Systems
2023 RTCA 88

15 DO-405 Minimum Operatinal Performance Standard for Helicopter Terrain Awareness Warning System (HTAWS) for Onshore
Helicopter Operations

2023 RTCA 103

16 DO-377B Minimum Aviation System Performance Standards for C2 Link Systems
Supporting Operations of Unmanned Aircraft Systems in U.S. Airspace

2023 RTCA 1058

17 DO-385 Minimum Operational Performance Standards for Airborne Collision Avoidance System X (ACAS X) (ACAS Xa and
ACAS Xo) Volume I and II

2023 RTCA 1386

18 DO-393 Process Standard for Security Certification and Declaration of ATM ANS Ground Systems 2023 RTCA 104
19 DO-396 Minimum Operational Performance Standards for Airborne Collision Avoidance System sXu (ACAS sXu) 2023 RTCA 1584
20 DO-397 Guidance Material: Navigation Gaps for Unmanned Aircraft Systems (UAS) 2023 RTCA 156
21 DO-398 Operational Services and Environment Definition (OSED) for Unmanned Aircraft Systems Detect and Avoid Systems

(DAA)
2023 RTCA 296

22 DO-400 Guidance Material: Standardized Lost C2 Link Procedures for Uncrewed
Aircraft Systems

2023 RTCA 111

23 DO-220B Minimum Operational Performance Standards (MOPS) For Airborne Weather Radar Systems 2023 RTCA 302



24 DO-351B
VOLUME 1 &
2

Interoperability Requirements Standard for Baseline 2 ATS Data Communications (Baseline 2 Interop Standard) 2023 RTCA 427

25 DO-401 Minimum Operational Performance Standards (MOPS) for Dual-Frequency Multi-Constellation Satellite-Based
Augmentation System Airborne Equipment

2023 RTCA 749

26 DO-404 MINIMUM AVIATION SYSTEM PERFORMANCE STANDARD ON ATN-IPS
END-TO-END INTEROPERABILITY AND CERTIFICATION

2023 RTCA 184

27 DO-350B
VOLUME 1 &
2

Safety and Performance Requirements Standard for ATS Data Communications (SPR Standard) 2023 RTCA 726

28 DO-381A Minimum Operational Performance Standards (MOPS) for Ground Based Surveillance Systems (GBSS) for Traffic
Surveillance

2023 RTCA 134

29 DO-403 System Performance and Interoperability Requirements for Non-Cooperative UAS Detection Systems 2023 RTCA 70
30 RR-001 Survey of Radio Frequency (RF) Performance Standards for

Aeronautical RF Systems
2023 RTCA 88

31 DO-363A Guidance for the Development of Portable Electronic Devices (PED) Tolerance for Civil Aircraft 2022 RTCA 212
32 DO-376 CHG 1 Minimum Operational Performance Standard for Offshore Helicopter Terrain Awareness and Warning System (HTAWS) 2022 RTCA 12
33 DO-181F CHG

1
Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select (ATCRBS/Mode
S) Airborne Equipment

2022 RTCA 150

34 DO-235C Assessment of Radio Frequency Interference Relevant to the GNSS L1 Frequency Band 2022 RTCA 497
35 DO-236D Minimum Aviation System Performance Standards:Required Navigation Performance for Area Navigation 2022 RTCA 176
36 DO-260C CHG

1
Minimum Operational Performance Standards for 1090 MHz Extended Squatter Automatic Dependent Surveillance __
Broadcast (ADS-B) and Traffic Information Services __ Broadcast (TIS-B)

2022 RTCA 182

37 DO-282C Minimum Operational Performance Standards for Universal Access Transceiver (UAT) Automatic Dependent Surveillance
- Broadcast (ADS-B)"

2022 RTCA 838

38 DO-307B Aircraft Design and Certification for Portable Electronic Device (PED) Tolerance 2022 RTCA 100
39 DO-346A Minimum Operational Performance Standards (MOPS) for the Aeronautical Mobile Airport Communication System

(AeroMACS)
2022 RTCA 150

40 DO-392 Information Security Event Management 2022 RTCA 115
41 DO-394 Considerations for Aeronautical Data Alteration 2022 RTCA 30
42 DO-230L Standards for Airport Security Access Control Systems 2022 RTCA 376
43 DO-365C Minimum Operational Performance Standards (MOPS) for Detect and Avoid (DAA) Systems 2022 RTCA 840
44 DO-378A Minimum Aviation System Performance Standard (MASPS) for Coexistence of Wireless Avionics Intra-Communication

Systems within 4200-4400 MHz
2022 RTCA 46

45 DO-304A Guidance Material and Considerations for Unmanned Aircraft Systems 2021 RTCA 274
46 DO-230K Standards for Airport Security Access Control Systems 2021 RTCA 380
47 DO-262F Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2021 RTCA 579
48 DO-377A Minimum Aviation System Performance Standards for C2 Link Systems

Supporting Operations of Unmanned Aircraft Systems in U.S. Airspace
2021 RTCA 738

49 DO-358B Minimum Operational Performance Standards (MOPS) for Flight Information Services - Broadcast (FIS-B) with Universal
Access Transceiver (UAT),Aeronautical Information Services (AIS) and Meteorological Data Link Services

2021 RTCA 238

50 DO-388A Guidance Document on Aircraft Cleaning and Disinfection 2021 RTCA 56
51 DO-390 Test Procedures for Quantified Visual Advantage 2021 RTCA 24
52 DO-391 Aeronautical Information System Security Framework Guidance 2021 RTCA 145
53 DO-343D Minimum Aviation System Performance Standard For AMS(R)S Data and Voice Communications Supporting Required

Communications Performance (RCP) And Required Surveillance Performance (RSP)
2021 RTCA 378



54 DO-365B Minimum Operational Performance Standards (MOPS) for Detect and Avoid (DAA) Systems 2021 RTCA 1008
55 DO-376 Minimum Operational Performance Standard for Offshore Helicopter Terrain Awareness and Warning System (HTAWS) 2021 RTCA 84
56 DO-387 Minimum Operational Performance Standards (MOPS) for Electro-Optical/Infrared (EO/IR) Sensor Systems for Traffic

Surveillance
2021 RTCA 194

57 DO-389 Operational Services and Environment Definition (OSED) for Counter-UAS in Controlled Airspace 2021 RTCA 68
58 DO-181F Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select (ATCRBS/Mode

S) Airborne Equipment
2020 RTCA 772

59 DO-260C Minimum Operational Performance Standards for 1090 MHz Extended Squatter Automatic Dependent Surveillance __
Broadcast (ADS-B) and Traffic Information Services __ Broadcast (TIS-B)

2020 RTCA 1714

60 DO-384 Minimum Operational Performance Standards (MOPS) for GNSS Aided Inertial Systems 2020 RTCA 274
61 DO-374 CHG 1 Safety, Performance and Interoperability Requirements Document Defining Takeoff Minima by Use of Enhanced Flight

Vision Systems
2020 RTCA 8

62 DO-380 Environmental Conditions and Test Procedures for Ground Based Equipment 2020 RTCA 298
63 DO-381 Minimum Operational Performance Standards (MOPS) for Ground Based Surveillance Systems (GBSS) for Traffic

Surveillance
2020 RTCA 134

64 DO-382 Minimum Aviation System Performance Standards (MASPS) for the Interoperability of Airborne Collision Avoidance
Systems (CAS)

2020 RTCA 86

65 DO-383 Guidance on VDL Mode 2 Air / Ground Interoperability 2020 RTCA 30
66 DO-229F Minimum Operational Performance Standards (MOPS) for Global Positioning System/Satellite-Based Augmentation

System Airborne Equipment
2020 RTCA 540

67 DO-262E Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2020 RTCA 422
68 DO-343C Minimum Aviation System Performance Standard For AMS(R)S Data and Voice Communications Supporting Required

Communications Performance (RCP) And Required Surveillance Performance (RSP)
2020 RTCA 284

69 DO-355A Security DO-355 Information Security Guidance for Continuing Airworthiness 2020 RTCA 80
70 DO-361A Minimum Operational Performance Standards (MOPS) for Flight-deck Interval Management (FIM) 2020 RTCA 536
71 DO-365A Minimum Operational Performance Standards (MOPS) for Detect and Avoid (DAA) Systems 2020 RTCA 938
72 DO-366A Minimum Operational Performance Standards (MOPS) for Air-to-Air Radar for Traffic Surveillance 2020 RTCA 308
73 DO-361A CHG

1
Minimum Operational Performance Standards (MOPS) for Flight-deck Interval Management (FIM) 2020 RTCA 348

74 DO-388 Guidance Document on Aircraft Cleaning and Disinfection 2020 RTCA 54
75 DO-362A Command and Control (C2) Data Link Minimum Operational Performance Standards (MOPS) (Terrestrial) 2020 RTCA 676
76 DO-386

VOLUME 1 &
2

Minimum Operational Performance Standards for Airborne Collision Avoidance System Xu (ACAS Xu) (Vol I), and
Minimum Operational Performance Standards for Airborne Collision Avoidance System Xu (ACAS Xu) (Vol II:
Algorithm Design Description)

2020 RTCA 1935

77 DO-317C Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications (ASA) System 2020 RTCA 678
78 DO-328B Safety, Performance and Interoperability Requirements Document for Airborne Spacing Flight Deck Interval Management

(ASPA-FIM)
2020 RTCA 982

79 DO-204B CHG
1

Minimum Operational Performance Standard for Aircraft Emergency Locator Transmitters 406 MHz 2020 RTCA 30

80 DO-210D CHG
5

Minimum Operational Performance Standards for Geosynchronous Orbit Aeronautical Mobile Satellite Services (AMSS)
Avionics

2020 RTCA 26

81 DO-290 CHG 3 Safety and Performance Requirements Standard for Air Traffic Data Link Services in Continental Airspace (Continental
SPR Standard)

2019 RTCA 20

82 DO-343B Minimum Aviation System Performance Standard For AMS(R)S Data and Voice Communications Supporting Required
Communications Performance (RCP) And Required Surveillance Performance (RSP)

2019 RTCA 288



83 DO-253D CHG
1

Minimum Operational Performance Standards for GPS Local Area Augmentation System Airborne Equipment 2019 RTCA 352

84 DO-358A Minimum Operational Performance Standards (MOPS) for Flight Information Services - Broadcast (FIS-B) with Universal
Access Transceiver (UAT)

2019 RTCA 244

85 DO-317B CHG
1 TO APP U

Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications (ASA) System 2019 RTCA 88

86 DO-363 CHG 1 Guidance for the Development of Portable Electronic Devices (PED) Tolerance for Civil Aircraft 2019 RTCA 8
87 DO-262C Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2019 RTCA 464
88 DO-230I Standards for Airport Security Access Control Systems 2019 RTCA 346
89 DO-383 CHG 1 Minimum Operational Performance Standards for Airborne Collision Avoidance System X (ACAS X) (ACAS Xa and

ACAS Xo)
2019 RTCA 98

90 DO-375 Minimum Aviation System Performance Standards (MASPS) for a Combined Vision Systems for Helicopter Operations 2019 RTCA 74
91 DO-377 Minimum Aviation System Performance Standards for C2 Link Systems

Supporting Operations of Unmanned Aircraft Systems in U.S. Airspace
2019 RTCA 310

92 DO-378 Minimum Aviation System Performance Standard (MASPS) for Coexistence of Wireless Avionics Intra-Communication
Systems within 4200-4400 MHz

2019 RTCA 46

93 DO-379 Internet Protocol Suite Profiles 2019 RTCA 206
94 DO-385 Minimum Operational Performance Standards for Airborne Collision Avoidance System X (ACAS X) (ACAS Xa and

ACAS Xo) Volume I and II
2018 RTCA 1366

95 DO-257B Minimum Operational Performance Standards for the Depiction of Navigation Information on Electronic Maps 2018 RTCA 108
96 DO-201B User Requirements for Navigation Data 2018 RTCA 158
97 DO-204B Minimum Operational Performance Standard for Aircraft Emergency Locator Transmitters 406 MHz 2018 RTCA 118
98 DO-224D Signal-in-Space Minimum Aviation System Performance Standards (MASPS) for Advanced VHF Digital Data

Communications Including Compatibility with Digital Voice Techniques
2018 RTCA 424

99 DO-373 MOPS for GNSS Airborne Active Antenna Equipment for the L1/E1 and L5/E5a Frequency Bands 2018 RTCA 126
100 DO-281C Minimum Operational Performance Standards for Aircraft VDL Mode 2 Physical, Link and Network Layer 2018 RTCA 288
101 DO-371 Minimum Aviation System Performance Standards (MASPS) for Aircraft State Awareness Synthetic Vision Systems 2018 RTCA 66
102 DO-374 Safety, Performance and Interoperability Requirements Document Defining Takeoff Minima by Use of Enhanced Flight

Vision Systems
2018 RTCA 88

103 DO-230I Standards for Airport Security Access Control Systems 2018 RTCA 354
104 DO-356A Airworthiness Security Methods and Considerations 2018 RTCA 370
105 DO-213A Minimum Operational Performance Standards for Nose-Mounted Radomes - Incorporating Change 1: 6/21/2018; RTCA

Paper No. 132-18/PMC-1749
2018 RTCA 128

106 DO-220A Minimum Operational Performance Standards (MOPS) For Airborne Weather Radar Systems - Incorporating Change 1:
08/17/2018

2018 RTCA 422

107 DO-343A Minimum Aviation System Performance Standard For AMS(R)S Data and Voice Communications Supporting Required
Communications Performance (RCP) And Required Surveillance Performance (RSP)

2017 RTCA 198

108 DO-365 TEST
VECTORS

DO-365 Test Vectors - Test Vectors to DO-365 on ZIP; Includes Access to Additional Content 2017 RTCA 1

109 DO-365 Minimum Operational Performance Standards (MOPS) for Detect and Avoid (DAA) Systems 2017 RTCA 838
110 DO-366 Minimum Operational Performance Standards (MOPS) for Air-to-Air Radar for Traffic Surveillance 2017 RTCA 152
111 DO-367 SUPP DO-367 TAWS MOPS Supplements - Supplements to DO-367 on ZIP; Includes Access to Additional Content 2017 RTCA 1
112 DO-367 Minimum Operational Performance Standards (MOPS) for Terrain Awareness and Warning Systems (TAWS) Airborne

Equipment
2017 RTCA 262

113 DO-368 Minimum Operational Performance Standards for GPS/GLONASS (FDMA + antenna) L1-only Airborne Equipment 2017 RTCA 208



114 DO-369 Guidance for the Usage of Data Linked Forecast and Current Wind Information in Air Traffic Management (ATM)
Operations

2017 RTCA 150

115 DO-370 SUPP DO-370 Supplement - Algorithm Inputs - (Zip File) Access to Additional Content 2017 RTCA 1
116 DO-370 Guidelines for In Situ Eddy Dissipation Rate (EDR) Algorithm Performance 2017 RTCA 368
117 DO-371 Minimum Aviation System Performance Standards (MASPS) for Aircraft State Awareness Synthetic Vision Systems 2017 RTCA 66
118 DO-372 Addressing Human Factors/Pilot Interface Issues for Avionics 2017 RTCA 100
119 DO-311A Minimum Operational Performance Standards for Rechargeable Lithium Batteries and Battery Systems 2017 RTCA 94
120 DO-230H Standards for Airport Security Access Control Systems 2017 RTCA 350
121 DO-227A Minimum Operational Performance Standards (MOPS) for Non-Rechargeable Lithium Batteries 2017 RTCA 98
122 DO-246E GNSS-Based Precision Approach Local Area Augmentation System (LAAS) Signalin- Space Interface Control Document

(ICD)
2017 RTCA 112

123 DO-253D Minimum Operational Performance Standards for GPS Local Area Augmentation System Airborne Equipment 2017 RTCA 324
124 DO-262C Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2017 RTCA 468
125 FS-1 Feasibility Study Weather Radar for Ice Crystal Detection 2017 RTCA 84
126 WP-3 Detect and Avoid (DAA) White Paper Phase 2 2017 RTCA 72
127 WP-4 Command and Control (C2) Data Link White Paper Phase 2 2017 RTCA 40
128 DO-229E

TOOL
DO-229E Tool - GEO Bias Tool for DO-229E - Includes Access to Additional Content 2016 RTCA 1

129 DO-229E Minimum Operational Performance Standards for Global Positioning System/Satellite-Based Augmentation System
Airborne Equipment - (RTCA Paper No. 283-16/PMC-1548)

2016 RTCA 528

130 DO-230G Standards for Airport Security Access Control Systems 2016 RTCA 360
131 DO-307A Aircraft Design and Certification for Portable Electronic Device (PED) Tolerance 2016 RTCA 80
132 DO-350A

VOLUME 1 &
2

Safety and Performance Requirements Standard for Baseline 2 ATS Data Communications (Baseline 2 SPR Standard) 2016 RTCA 708

133 DO-351A
VOLUME 1 &
2

Interoperability Requirements Standard for Baseline 2 ATS Data Communications (Baseline 2 Interop Standard) 2016 RTCA 456

134 DO-362 Command and Control (C2) Data Link Minimum Operational Performance Standards (MOPS) (Terrestrial) 2016 RTCA 700
135 DO-363 Guidance for the Development of Portable Electronic Devices (PED) Tolerance for Civil Aircraft 2016 RTCA 208
136 DO-364 Minimum Aviation System Performance Standards (MASPS) for Aeronautical Information/Meteorological Data Link

Services
2016 RTCA 262

137 DO-213A Minimum Operational Performance Standards for Nose-Mounted Radomes 2016 RTCA 64
138 DO-220A Minimum Operational Performance Standards (MOPS) For Airborne Weather Radar Systems 2016 RTCA 210
139 DO-352A Interoperability Requirements Standard for Baseline 2 ATS Data Communications, FANS 1/A Accommodation (FANS

1/A - Baseline 2 Interop Standard)
2016 RTCA 210

140 DO-353A Interoperability Requirements Standard for Baseline 2 ATS Data Communications, ATN Baseline 1 Accommodation (ATN
Baseline 1 - Baseline 2 Interop Standard)

2016 RTCA 266

141 DO-93A Minimum Operational Performance Standards (MOPS) for Airborne Selective Calling Equipment RTCA 2016 RTCA 34
142 DO-358 SUPP Supplement to DO-358, Minimum Operational Performance Standards (MOPS) for Flight Information Services - Broadcast

(FIS-B) with Universal Access Transceiver (UAT) - Includes Access to Additional Content
2015 RTCA 1

143 DO-358 Minimum Operational Performance Standards (MOPS) for Flight Information Services Broadcast (FIS-B) with Universal
Access Transceiver (UAT)

2015 RTCA 154

144 DO-359 Minimum Aviation System Performance Standards (MASPS) for Synthetic Vision Guidance Systems 2015 RTCA 90
145 DO-360 Standards Development Activities for using Near Real-Time Aircraft-Derived Data in future applications 2015 RTCA 68



146 DO-361 Minimum Operational Performance Standards (MOPS) for Flight-deck Interval Management (FIM) 2015 RTCA 468
147 DO-291C SUPP Minimum Interchange Standards for Terrain,Obstacle,and Aerodrome Mapping Data - Supplement Files to RTCA DO-

291C; Includes Access to Additional Content
2015 RTCA 1

148 DO-291C Interchange Standards for Terrain, Obstacle, and Aerodrome Mapping Data 2015 RTCA 236
149 DO-300A CHG

1
Minimum Operational Performance Standards (MOPS) for Traffic Alert and Collision Avoidance System II (TCAS II)
Hybrid Surveillance Change 1

2015 RTCA 34

150 DO328A Safety, Performance and Interoperability Requirements Document for Airborne Spacing â__Flight Deck Interval
Management (ASPA-FIM)

2015 RTCA 612

151 DO-200B Standards for Processing Aeronautical Data 2015 RTCA 118
152 DO-210D CHG

4
Minimum Operational Performance Standards for Geosynchronous Orbit Aeronautical Mobile Satellite Services (AMSS)
Avionics

2015 RTCA 12

153 DO-230F Standards for Airport Security Access Control Systems 2015 RTCA 350
154 DO-272D User Requirements for Aerodrome Mapping Information 2015 RTCA 272
155 DO-276C User Requirements for Terrain and Obstacle Data 2015 RTCA 108
156 DO-283B Minimum Operational Performance Standards for Required Navigation Performance for Area Navigation RTCA 2015 RTCA 250
157 DO-262B CHG

1 APP D
Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) Change
1 to DO-262B Iridium Appendix D

2015 RTCA 148

158 DO-300 CHG 2 Minimum Operational Performance Standards (MOPS) for Traffic Alert and Collision Avoidance System II (TCAS II)
Hybrid Surveillance Change 2

2015 RTCA 14

159 DO-230E Standards for Airport Security Access Control Systems 2015 RTCA 336
160 DO-280B

VOLUME 1 &
2 CHG

NULL 2014 RTCA 12

161 DO-281B CHG
1

Change 1 Minimum Operational Performance Standards (MOPS) for Aircraft VDL Mode 2 Physical Link and Network
Layer

2014 RTCA 24

162 DO-280B
VOLUME 1 &
2

Change 1 Interoperability Requirements Standard for Aeronautical Telecommunication Network Baseline 1 (ATN B1
Interop Standards

2014 RTCA 12

163 DO-262B Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) -
Incorporates Corrigendum 1: 12/13/2011

2014 RTCA 458

164 DO-236C CHG
1

Minimum Aviation System Performance Standards: Required Navigation Performance for Area Navigation Change 1 2014 RTCA 29

165 DO-224C CHG
1

Change 1 Signal-In-Space Minimum Aviation System Performance Standards (MASPS) for Advanced VHF Digital Data
Communications Including Compatibility with Digital Voice Techniques

2014 RTCA 8

166 DO-252A Minimum Interoperability Standards (MIS) for Automated Meteorological Transmission (AUTOMET) 2014 RTCA 54
167 DO-160G CHG

1
Environmental Conditions and Test Procedures for Airborne Equipment 2014 RTCA 6

168 DO-348 Safety, Performance and Interoperability Requirements Document for Traffic Situation Awareness with Alerts (TSAA) 2014 RTCA 226
169 DO-349 Architecture Recommendations for Aeronautical Information (AI) and Meteorological (MET) Data Link Services 2014 RTCA 410
170 DO-350

VOLUME 1 &
2

NULL 2014 RTCA 410

171 DO-351
VOLUME 1 &
2

NULL 2014 RTCA 428

172 DO-352 NULL 2014 RTCA 218
173 DO-353 NULL 2014 RTCA 186



174 DO-354 Safety and Performance Requirements Document for CDTI Assisted Visual Separation (CAVS) 2014 RTCA 206
175 DO-355 Security DO-355 Information Security Guidance for Continuing Airworthiness 2014 RTCA 78
176 DO-356 Airworthiness Security Methods and Considerations 2014 RTCA 80
177 DO-357 User Guide Supplement to DO-160G 2014 RTCA 252
178 DO-317B SUPP Supplement Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications (ASA) System -

Includes Access to Additional Content
2014 RTCA 1

179 DO-317B Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications (ASA) System 2014 RTCA 708
180 DO-326A Airworthiness Security Process Specification 2014 RTCA 88
181 DO-346 Minimum Operational Performance Standards (MOPS) for the Aeronautical Mobile Airport Communication System

(AeroMACS)
2014 RTCA 132

182 DO-347 Certification Test Guidance for Small and Medium Sized Rechargeable Lithium Batteries and Battery Systems 2013 RTCA 64
183 DO-300A Minimum Operational Performance Standards (MOPS) for Traffic Alert and Collision Avoidance System II (TCASII)

Hybrid Surveillance
2013 RTCA 230

184 DO-342 Guidelines for Verification and Validation of Aerodrome Mapping Databases (AMDB) Aerodrome Surface Routing
Networks (ASRN) for Routing Applications

2013 RTCA 42

185 DO-343 Minimum Aviation System Performance Standard for AMS(R)S Data and Voice Communications Supporting Required
Communications Performance (RCP) and Required Surveillance Performance (RSP) in Procedural Airspace

2013 RTCA 152

186 DO-344
VOLUME 1 &
2

Operational and Functional Requirements and Safety Objectives (OFRSO) for Unmanned Aircraft Systems (UAS)
Standards

2013 RTCA 512

187 DO-344
VOLUME 2
APPE

Operational and Functional Requirements and Safety Objectives (OFRSO) for Unmanned Aircraft Systems (UAS)
Standards â__ Appendices F &amp; G - Includes Access to Additional Content

2013 RTCA 1

188 DO-345 Aeronautical Mobile Airport Communications System (AeroMACS) Profile 2013 RTCA 50
189 DO-214A Audio Systems Characteristics and Minimum Operational Performance Standards for Aircraft Audio Systems and

Equipment
2013 RTCA 192

190 DO-185B CHG
2

Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System II (TCAS II) â__ Change
2

2013 RTCA 34

191 DO-236C Minimum Aviation System Performance Standards: Required Navigation Performance for Area Navigation 2013 RTCA 152
192 DO-344

VOLUME 2
APPENDICE

NULL 2013 RTCA 1

193 DO-276B User Requirements for Terrain and Obstacle Data 2012 RTCA 94
194 DO-281B Minimum Operational Performance Standards for Aircraft VDL Mode 2 Physical, Link and Network Layer 2012 RTCA 298
195 DO-334 Minimum Operational Performance Standards (MOPS) for Strapdown Attitude and Heading Reference Systems (AHRS) 2012 RTCA 58
196 DO-335 Guidance for Installation of Automatic Flight Guidance and Control Systems (AFGCS) for Part 23 Airplanes 2012 RTCA 122
197 DO-336 Guidance for Certification of Installed Automatic Flight Guidance and Control Systems (AFGCS) for Part 27/29 Rotorcraft 2012 RTCA 88
198 DO-337 Recommendations for Future Collision Avoidance Systems 2012 RTCA 44
199 DO-338 Minimum Aviation System Performance Standards for ADS-B Traffic Surveillance Systems and Applications (ATSSA) 2012 RTCA 294
200 DO-339 Aircraft Derived Meteorological Data via Data Link for Wake Vortex, Air Traffic Management and Weather Applications

â__ Operational Services and Environmental Definition (OSED)
2012 RTCA 98

201 DO-340 Concept of Use for Aeronautical Information Services (AIS) and Meteorological (MET) Data Link Services 2012 RTCA 170
202 DO-341 Minimum Aviation System Performance Standards (MASPS) for an Enhanced Flight Vision System to Enable All-Weather

Approach, Landing and Roll-Out to a Safe Taxi Speed
2012 RTCA 86

203 DO-312 SUPP Safety, Performance and Interoperability Requirements Document for the In-Trail Procedure in Oceanic Airspace (ATSA-
ITP) Application

2012 RTCA 4



204 DO-305A Future Air Navigation System 1/A â__ Aeronautical Telecommunication Network Interoperability Standard (FANS 1/A
â__ ATN B1 Interop Standard)

2012 RTCA 236

205 DO-306 CHG 1 Safety and Performance Standard for Air Traffic Data Link Services in Oceanic and Remote Airspace (Oceanic SPR
Standard)

2011 RTCA 20

206 DO-315B Minimum Aviation System Performance Standards (MASPS) for Enhanced Vision Systems, Synthetic Vision Systems,
Combined Vision Systems and Enhanced Flight Vision Systems

2011 RTCA 142

207 DO-329 Aircraft Secondary Barriers and Alternative Flight Deck Security Procedure 2011 RTCA 88
208 DO-330 Software Tool Qualification Considerations 2011 RTCA 138
209 DO-331 Model-Based Development and Verification Supplement to DO-178C and DO-278A 2011 RTCA 136
210 DO-332 Object-Oriented Technology and Related Techniques Supplement to DO-178C and DO-278A 2011 RTCA 150
211 DO-333 Formal Methods Supplement to DO-178C and DO-278A 2011 RTCA 118
212 DO-327 Assessment of the LightSquared Ancillary Terrestrial Component Radio Frequency Interference Impact on GNSS L1 Band

Airborne Receiver Operations
2011 RTCA 150

213 DO-278A Software Integrity Assurance Considerations for Communication, Navigation, Surveillance and Air Traffic Management
(CNS/ATM) Systems

2011 RTCA 178

214 DO-224C Signal-in-Space Minimum Aviation System Performance Standards (MASPS) for Advanced VHF Digital Data
Communications Including Compatibility with Digital Voice Techniques

2011 RTCA 432

215 DO-248C Supporting Information for DO-178C and DO-278A 2011 RTCA 166
216 DO-178C Software Considerations in Airborne Systems and Equipment Certification 2011 RTCA 144
217 DO-181E Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select (ATCRBS/Mode

S) Airborne Equipment
2011 RTCA 804

218 DO-317A
SUPP

Supplement to DO-317A, Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications
(ASA) System - Includes Access to Additional Content

2011 RTCA 1

219 DO-317A Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications (ASA) System 2011 RTCA 536
220 DO-291B Minimum Interchange Standards for Terrain, Obstacle, and Aerodrome Mapping Data 2011 RTCA 205
221 DO-230C Integrated Security System Standard for Airport Access Control 2011 RTCA 292
222 DO-230D Integrated Security System Standard for Airport Access Control 2011 RTCA 320
223 DO-272C User Requirements for Aerodrome Mapping Information 2011 RTCA 218
224 DO328 Safety, Performance and Interoperability Requirements Document for Airborne Spacing Flight Deck Interval Management

(ASPA-FIM)
2011 RTCA 594

225 DO-315A Minimum Aviation System Performance Standards (MASPS) for Enhanced Vision Systems, Synthetic Vision Systems,
Combined Vision Systems and Enhanced Flight Vision Systems

2010 RTCA 122

226 DO-326 Airworthiness Security Process Specification 2010 RTCA 102
227 DO-160G

FORM
Environmental Qualification Form 2010 RTCA 8

228 DO-160G Environmental Conditions and Test Procedures for Airborne Equipment 2010 RTCA 542
229 DO-160A Environmental Conditions and Test Procedures for Airborne Equipment 2010 RTCA 179
230 DO-319 Safety, Performance and Interoperability Requirements Document for Enhanced Traffic Situational Awareness During

Flight Operations (ATSA-AIRB)
2010 RTCA 286

231 DO-320 Operational Services and Environmental Definition (OSED) for Unmanned Aircraft Systems 2010 RTCA 236
232 DO-321 Safety, Performance and Interoperability Requirements Document for ADS-B Airport Surface Surveillance Application

(ADS-B-APT)
2010 RTCA 334

233 DO-322 Safety, Performance and Interoperability Requirements Document for ATSA-SURF Application 2010 RTCA 398
234 DO-323 SUPP Safety, Performance and Interoperability Requirements Document for Enhanced Traffic Situational Awareness on the

Airport Surface with Indications and Alerts (SURF IA) - Includes Access to Additional Content
2010 RTCA 1



235 DO-323 Safety, Performance and Interoperability Requirements Document for Enhanced Traffic Situational Awareness on the
Airport Surface with Indications and Alerts (SURF IA)

2010 RTCA 580

236 DO-324 Safety and Performance Requirements (SPR) for Aeronautical Information Services (AIS) and Meteorological (MET) Data
Link Services

2010 RTCA 186

237 DO-325 Minimum Operation Performance Standards (MOPS) for Automatic Flight Guidance and Control Systems and Equipment 2010 RTCA 114
238 DO-316 Minimum Operational Performance Standards (MOPS) for Global Positioning System/Aircraft Based Augmentation

System Airborne Equipment
2009 RTCA 214

239 DO-318 Safety, Performance and Interoperability Requirements Document for Enhanced Air Traffic Services in Radar-Controlled
Areas Using ADS-B Surveillance (ADS-B-RAD)

2009 RTCA 582

240 DO-293A Minimum Operational Performance Standards for Nickel-Cadmium, Nickel Metal-Hydride, and Lead Acid Batteries 2009 RTCA 62
241 DO-185B CHG

1
Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System II (TCAS II) 2009 RTCA 26

242 DO-282B Minimum Operational Performance Standards for Universal Access Transceiver (UAT) Automatic Dependent Surveillance
â__ Broadcast - Incorporates Corrigendum 1: 12/13/2011

2009 RTCA 704

243 DO-260B Minimum Operational Performance Standards for 1090 MHz Extended Squatter Automatic Dependent Surveillance â__
Broadcast (ADS-B) and Traffic Information Services â__ Broadcast (TIS-B) - Incorporates Corrigendum 1: 12/13/2011

2009 RTCA 1446

244 DO-270 CHG 1 Minimum Aviation System Performance Standards (MASPS) for the Aeronautical Mobile-Satellite (R) Service (AMS(R)S)
as Used in Aeronautical Data Links

2009 RTCA 72

245 DO-317 Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications System (ASAS) 2009 RTCA 356
246 DO-291A Interchange Standards for Terrain, Obstacle, and Aerodrome Mapping Data 2009 RTCA 232
247 DO-272B User Requirements for Aerodrome Mapping Information 2009 RTCA 158
248 DO-262A Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2008 RTCA 292
249 DO-230B Integrated Security System Standard for Airport Access Control 2008 RTCA 306
250 DO-317 SUPP Supplement to DO-317, Minimum Operational Performance Standards (MOPS) for Aircraft Surveillance Applications

(ASA) System - Includes Access to Additional Content
2008 RTCA 1

251 DO-253C Minimum Operational Performance Standards for GPS Local Area Augmentation System Airborne Equipment 2008 RTCA 286
252 DO-235B Assessment of Radio Frequency Interference Relevant to the GNSS L1 Frequency Band 2008 RTCA 464
253 DO-246D GNSS Based Precision Approach Local Area Augmentation System (LAAS) â__ Signal-in-Space Interface Control

Document (ICD)
2008 RTCA 118

254 DO-185B Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System II (TCAS II) 2008 RTCA 1292
255 DO-144A Minimum Operational Characteristics-Airborne ATC Transponder Systems 2008 RTCA 96
256 DO-294C Guidance on Allowing Transmitting Portable Electronic Devices 2008 RTCA 412
257 DO-312 Safety, Performance and Interoperability Requirements Document for the In-Trail Procedure in Oceanic Airspace (ATSA-

ITP) Application
2008 RTCA 318

258 DO-313 Certification Guidance for Installation of Non-Essential, Non-Required Aircraft Cabin Systems and Equipment 2008 RTCA 72
259 DO-314 Safety, Performance and Interoperability Requirements Document for Enhanced Visual Separation on Approach (ATSA-

VSA)
2008 RTCA 264

260 DO-307 CHG 1 Aircraft Design and Certification for Portable Electronic Device (PED) Tolerance 2008 RTCA 27
261 DO-309 Minimum Operational Performance Standards (MOPS) for Helicopter Terrain Awareness and Warning System (HTAWS)

Airborne Equipment
2008 RTCA 74

262 DO-310 Minimum Operational Performance Standards for GPS Ground-based Regional Augmentation System Airborne Equipment 2008 RTCA 246
263 DO-311 Minimum Operational Performance Standards for Rechargeable Lithium Battery Systems 2008 RTCA 70
264 DO-181D Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select (ATCRBS/Mode

S) Airborne Equipment
2008 RTCA 728

265 DO-304 Guidance Material and Considerations for Unmanned Aircraft Systems 2007 RTCA 314



266 DO-160F Environmental Conditions and Test Procedures for Airborne Equipment - Errata 1: 10/01/2009 and Errata 2: 06/02/2010 2007 RTCA 462
267 DO-307 Aircraft Design and Certification for Portable Electronic Device (PED) Tolerance 2007 RTCA 88
268 DO-308 Operational Services and Environment Definition (OSED) for Aeronautical Informational Services (AIS) and

Meteorological (MET) Data Link Services
2007 RTCA 96

269 DO-306 Safety and Performance Standard for Air Traffic Data Link Services in Oceanic and Remote Airspace (Oceanic SPR
Standard)

2007 RTCA 252

270 DO-290 CHG 2 Safety and Performance Requirements Standard for Air Traffic Data Link Services in Continental Airspace (Continental
SPR Standard)

2007 RTCA 33

271 DO-204A Minimum Operational Performance Standards for 406 MHz Emergency Locator Transmitters (ELT) 2007 RTCA 94
272 DO-286B Minimum Aviation System Performance Standards (MASPS) for Traffic Information Service â__ Broadcast (TIS-B) 2007 RTCA 154
273 DO-280B

VOLUME 1 &
2

Interoperability Requirements Standard For ATN Baseline 1 (INTEROP ATN B1) - Volume 1 and 2 2007 RTCA 710

274 DO-305 Future Air Navigation System 1/A (FANS 1/A) - Aeronautical Telecommunications Network (ATN) Interoperability
Standard

2007 RTCA 254

275 DO-253B MINIMUM OPERATIONAL PERFORMANCE STANDARDS FOR GPS LOCAL AREA AUGMENTATION SYSTEM
AIRBORNE EQUIPMENT

2007 RTCA 236

276 DO-260 CHG 1 Minimum Operational Performance Standards for 1090 MHz Automatic Dependent Surveillance Broadcast (ADS-B) 2006 RTCA 26
277 DO-300 Minimum Operational Performance Standards (MOPS) for Traffic Alert and Collision Avoidance System II (TCAS II)

Hybrid Surveillance - Includes Change 1: 07/01/2009
2006 RTCA 170

278 DO-242A CHG
1

Minimum Aviation System Performance Standards for Automatic Dependent Surveillance Broadcast (ADS B) 2006 RTCA 12

279 DO-229D Minimum Operational Performance Standards for Global Positioning System/Wide Area Augmentation System Airborne
Equipment - Incorprates Errata 1: 07/31/2008 and Change 1: 02/01/2013

2006 RTCA 576

280 DO-210D CHG
3

Minimum Operational Performance Standards (MOPS) for Geosynchronous Orbit Aeronautical Mobile Satellite Services
(AMSS) Avionics

2006 RTCA 9

281 DO-289 CHG 1 Minimum Aviation System Performance Standards (MASPS) for Aircraft Surveillance Applications (ASA) 2006 RTCA 12
282 DO-301 Minimum Operational Performance Standards for Global Navigation Satellite System (GNSS) Airborne Active Antenna

Equipment for the L1 Frequency Band
2006 RTCA 64

283 DO-302 Minimum Operational Performance Standards (MOPS) for Surveillance Transmit Processing (STP) 2006 RTCA 186
284 DO-303 Safety, Performance and Interoperability Requirements Document for the ADS-B Non-Radar-Airspace (NRA) Application 2006 RTCA 316
285 DO-290 CHG 1 Safety and Performance Requirements Standard for Air Traffic Data Link Services in Continental Airspace (Continental

SPR Standard)
2006 RTCA 32

286 DO-299 Report - Assessment and Recommendations on Visual Alerts and Aural Annunciations for TCAS II 2006 RTCA 182
287 DO-297 Integrated Modular Avionics (IMA) Development Guidance and Certification Considerations 2005 RTCA 137
288 DO-298 Safety Analysis of Proposed Change to TCAS RA Reversal Logic 2005 RTCA 218
289 DO-224B Signal-In-Space Minimum Aviation System Performance Standards (MASPS) for Advanced VHF Digital Data

Communications Including Compatibility with Digital Voice Techniques
2005 RTCA 566

290 DO-186B Minimum Operational Performance Standards for Airborne Radio Communications Equipment 2005 RTCA 80
291 DO-271C Minimum Operational Performance Standards for Aircraft VDL Mode 3 Transceiver Operating in the Frequency Range

117.975-137.000 MHz - Includes Errata
2005 RTCA 265

292 DO-258A Interoperability Requirements for ATS Applications Using ARINC 622 Data Communications - Errata 1: 01/11/2008 2005 RTCA 287
293 DO-281A Minimum Operational Performance Standards for Aircraft VDL Mode 2 Physical, Link and Network Layer 2005 RTCA 211
294 DO-276A User Requirements for Terrain and Obstacle Data 2005 RTCA 89
295 DO-267A Minimum Aviation System Performance Standards (MASPS) for Flight Information Services-Broadcast (FIS-B) Data Link 2004 RTCA 147
296 DO-245A Minimum Aviation System Performance Standards for Local Area Augmentation System (LAAS) 2004 RTCA 226



297 DO-160E Environmental Conditions and Test Procedures for Airborne Equipment - Includes Errata: 06/20/2006 2004 RTCA 419
298 DO-292 Assessment of Radio Frequency Interference Relevant to the GNSS L5/E5A Frequency Band 2004 RTCA 408
299 DO-290 Safety and Performance Requirements Standard for Air Traffic Data Link Services in Continental Airspace (Continental

SPR Standard)
2004 RTCA 329

300 DO-295 Civil Operatorsآ_ Training Guidlines for Integrated Night Vision Imaging System Equipment 2004 RTCA 138
301 DO-296 Safety Requirements for Aeronautical Operational Control (AOC) Datalink Messages 2004 RTCA 70
302 DO-289 Minimum Aviation System Performance Standards (MASPS) for Aircraft Surveillance Applications (ASA) 2003 RTCA 914
303 DO-257A Minimum Operational Performance Standards for the Depiction of Navigation Information on Electronic Maps 2003 RTCA 142
304 DO-287 Plans and Principles for the Implementation of Aeronautical Data Link System (ADLS) Edition 1. Aeronautical

Telecommunication Network (ATN) Baseline 1 Implementation and ADSL Build IIA &amp; IIB
2003 RTCA 104

305 DO-288 Next Generation Air/Ground Communication System (NEXCOM) Implementation Considerations: Factors and Issues to be
Considered in Planning for the Transition to Air/Ground, ICAO, VDL Mode 3 Based Intregrated Voice Data
Communications in the U.S. National Air

2003 RTCA 90

306 DO-284 CHG 1 Next Generation Air/Ground Communication System (NEXCOM) Safety and Performance Requirements (SPR) 2003 RTCA 19
307 DO-284 Next Generation Air/Ground Communication System (NEXCOM) Safety and Performance Requirements (SPR) - Includes:

Change 1 - 06/25/2003
2003 RTCA 104

308 DO-285 Next Generation Air/Ground Communications (NEXCOM) VDL Mode 3 Interoperability 2003 RTCA 48
309 DO-236B Minimum Aviation System Performance Standards: Required Navigation Performance for Area Navigation 2003 RTCA 180
310 DO-230A Standards for Airport Security Access Control Systems 2003 RTCA 152
311 DO-283A Minimum Operational Performance Standards for Required Navigation Performance for Area Navigation 2003 RTCA 202
312 DO-278 Guidelines for Communications, Navigation, Surveillance, and Air Traffic Management (CNS/ATM) Systems Software

Integrity Assurance
2002 RTCA 73

313 DO-277 Minimum Aviation System Performance Standards (MASPS) for the High Frequency Data Link OPerating in the
Aeronautical Mobile (Route) Service (AM(R)S)

2002 RTCA 174

314 DO-279 NEXT GENERATION AIR/GROUND COMMUNICATIONS (NECXCOM) PRINCIPLES OF OPERATION VDL
MODE 3

2002 RTCA 84

315 DO-242A Minimum Aviation System Performance Standards for Automatic Dependent Surveillance Broadcast (ADS-B) 2002 RTCA 475
316 DO-160D CHG

3
Environmental Conditions and Test Procedures for Airborne Equipment 2002 RTCA 46

317 DO-181C CHG
1

MINIMUM OPERATIONAL PERFORMANCE STANDARDS FOR AIR TRAFFIC CONTROL RADAR BEACON
SYSTEM/MODE SELECT (ATCRBS/MODE S) AIRBORNE EQUIPMENT

2002 RTCA 42

318 DO-181C Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select
(ATCRBS/MODE S) Airborne Equipment - Incorporates Change 1 and Includes Errata: 05/28/2002

2001 RTCA 312

319 DO-160D CHG
2

Environmental Conditions and Test Procedures for Airborne Equipment 2001 RTCA 64

320 DO-268 Concept of Operations, Night Vision Imaging System for Civil Operators 2001 RTCA 71
321 DO-269 Concepts for Services Integrating Flight Operations and Air Traffic Management Using Addressed Data Link 2001 RTCA 383
322 DO-270 Minimun Aviation System Performance Standards (MASPS) for the Aeronautical Mobile-Satellite (R) Service (AMS(R)S)

as Used in Aeronautical Data Links
2001 RTCA 228

323 DO-273 Response to the Report of the RTCA Chairmanآ_s Committee on NEXCOM 2001 RTCA 38
324 DO-274 Next Generation Air/Ground Communications (NEXCOM) Principles of Operation 2001 RTCA 64
325 DO-275 Minimum Operational Performance Standards for Integrated Night Vision Imaging System Equipment 2001 RTCA 132
326 DO-210D CHG

2
Minimum Operational Performance Standards (MOPS) for Geosynchronous Orbit Aeronautical Mobile Satellite Services
(AMSS) Avionics

2001 RTCA 6

327 DO-229C Minimum Operational Performance Standards for Global Positioning System/Wide Area Augmentation System Airborne
Equipment

2001 RTCA 587



328 DO-248B FINAL ANNUAL REPORT FOR CLARIFICATION OF DO-178B "SOFTWARE CONSIDERATIONS IN AIRBORNE
SYSTEMS AND EQUIPMENT CERTIFICATION"

2001 RTCA 154

329 DO-253A MINIMUM OPERATIONAL PERFORMANCE STANDARDS FOR GPS LOCAL AREA AUGMENTATION SYSTEM
AIRBORNE EQUIPMENT

2001 RTCA 194

330 DO-262 CHG 1 Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2001 RTCA 6
331 DO-262 Minimum Operational Performance Standards for Avionics Supporting Next Generation Satellite Systems (NGSS) 2000 RTCA 180
332 DO-260 Minimum Operational Performance Standards (MOPS) for 1090 MHz Automatic Dependent Surveillance Broadcast (ADS-

B)
2000 RTCA 898

333 DO-252 MINIMUM INTEROPERABILITY STANDARDS (MIS) FOR AUTOMATED METEOROLOGICAL TRANSMISSION
(AUTOMET)

2000 RTCA 84

334 DO-210D CHG
1

Minimum Operational Performance Standards (MOPS) for Geosynchronous Orbit Aeronautical Mobile Satellite Services
(AMSS) Avionics

2000 RTCA 25

335 DO-210D Minimum Operational Performance Standards for Geosynchronousorbit Aeronautical Mobile Satellite Services (AMSS)
Avionics

2000 RTCA 270

336 DO-201A User Recommendations for Aeronautical Information Services 2000 RTCA 250
337 DO-259 Applications Descriptions for Initial Cockpit Display of Traffic Information (CDTI) Applications 2000 RTCA 66
338 DO-261 NAVSTAR GPS L5 Signal Specification 2000 RTCA 85
339 DO-263 Application of Airborne Conflict Management: Detection, Prevention, &amp; Resolution 2000 RTCA 114
340 DO-264 Guidelines for Approval of the Prevision and Use of Air Traffic Services Supported by Data Communications 2000 RTCA 167
341 DO-265 Minimum Operational Performance Standards for Aeronautical Mobile High Frequency Data Link (HFDL) 2000 RTCA 129
342 DO-266 Goverment and Industry Guidelines and Concepts for MAS Analysis and Redesign 2000 RTCA 110
343 DO-254 DESIGN ASSURANCE GUIDANCE FOR AIRBORNE ELECTRONIC HARDWARE 2000 RTCA 137
344 DO-255 Requirements Specification for Avionics Computer Resource (ACR) 2000 RTCA 149
345 DO-256 Minimum Human Factors Standards for Air Traffic Services Provided Via Data Communications Utilizing the ATN,

Builds I IA
2000 RTCA 122

346 DO-250 GUIDING PRINCIPLES FOR AIR TRAFFIC SERVICES PROVIDED VIA DATA COMMUNICATIONS UTILIZING
THE ATN, BUILDS I AND IA

2000 RTCA 62

347 DO-251 U.S. NATIONAL AIRSPACE SYSTEM (NAS) PLAN FOR AIR TRAFFIC SERVICES DATA LINK (PHASE 1, EN
ROUTE CONUS IMPLEMENTATION)

2000 RTCA 43

348 DO-160D CHG
1

Environmental Conditions and Test Procedures for Airborne Equipment 2000 RTCA 90

349 DO-181B Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select
(ATCRBS/MODE S) Airborne Equipment - Supersedes DO-181A; Incorporates: Change 1: 01/14/1993, Change 2:
08/26/1996, and Change 3: 07/29/1999

1999 RTCA 283

350 DO-218A Minimum Operational Performance Standards for the Mode S Airborne Data Link Processor 1999 RTCA 224
351 DO-249 DEVELOPMENT AND IMPLEMENTATION PLANNING GUIDE FOR AUTOMATIC DEPENDENT

SURVEILLANCE BROADCAST (ADS-B) APPLICATIONS
1999 RTCA 38

352 DO-247 ROLE OF THE GLOBAL NAVIGATION SATELLITE SYSTEM (GNSS) IN SUPPORTING AIRPORT SURFACE
OPERATIONS

1999 RTCA 196

353 DO-243 Guidance for Initial Implementation of Cockpit Display of Traffic Information 1998 RTCA 46
354 DO-244 GOVERNMENT/INDUSTRY GUIDELINES AND CONCEPT FOR NATIONAL AIRSPACE ANALYSIS AND

REDESIGN
1998 RTCA 254

355 DO-215A CHG
1

Guidance on Aeronautical Mobile Satellite Service (AMSS) End-To-End System Performance 1998 RTCA 14

356 DO-200A Standards for Processing Aeronautical Data 1998 RTCA 77



357 DO-242 Minimum Aviation System Performance Standards for Automatic Dependent Surveillance Broadcast (ADS-B) - ***
ONLY AVAILABLE IN HARDCOPY ***

1998 RTCA 320

358 DO-237 Aeronautical Spectrum Planning for 1997-2010 - ***ONLY AVAILABLE IN HARDCOPY*** 1997 RTCA 204
359 DO-235 Assessment of Radio Frequency Interference Relevant to the GNSS 1997 RTCA 218
360 DO-236 Minimum Aviation System Performance Standards: Required Navigation Performance for Area Navigation 1997 RTCA 132
361 DO-185A Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System II (TCAS II) Airborne

Equipment Volume I and Volume II - Includes Attachment A
1997 RTCA 1855

362 DO-160D Environmental Conditions and Test Procedures for Airborne Equipment - Includes: Advisory Circular / Change 2 Sect. 16
& 18

1997 RTCA 326

363 DO-197A CHG
1

Minimum Operational Performance Standards for an Active Traffic Alert and Collision Avoidance System I (Active TCAS
I)

1997 RTCA 5

364 DO-185A
VOLUME I

NULL 1997 RTCA 531

365 DO-185A
VOLUME II

NULL 1997 RTCA 724

366 DO-238 Human Engineering Guidance for Data Link Systems 1997 RTCA 41
367 DO-239 Minimum Operational Performance Standards for Traffic Information Service (TIS) Data Link Communications -

ERRATA 10/17/1997
1997 RTCA 56

368 DO-240 Minimum Operational Performance Standards (MOPS) for Aeronautical Telecommunication Network (ATN) Avionics 1997 RTCA 59
369 DO-241 Operational Concepts and Data Elements Required to Improve Air Traffic Management (ATM) - Aeronautical Operational

Control (AOC) Ground-Ground Information Exchange to Facilitate Collaborative Decision Making
1997 RTCA 159

370 DO-231 Design Guidelines and Recommended Standards for the Implementation and Use of AMS(R)S Voice Services in a Data
Link Environment

1996 RTCA 156

371 DO-233 Portable Electronic Devices Carried on Board Aircraft - Errata: 8/18/1999 1996 RTCA 174
372 DO-217 CHG 2 Minimum Aviation System Performance Standards DGNSS Instrument Approach System: Special Category 1 (SCAT-1) 1996 RTCA 200
373 DO-210C Minimum Operational Performance Standards for Aeronautical Mobile Satellite Services (AMSS) 1996 RTCA 252
374 DO-232 Operations Concepts for Data Link Applications of Flight Information Services - ***ONLY AVAILABLE IN

HARDCOPY***
1996 RTCA 117

375 DO-234 Minimum Performance and Installation Standards for Runway Guard Lights (RGLs) - ***ONLY AVAILABLE IN
HARDCOPY***

1996 RTCA 52

376 DO-230 Standards for Airport Security Access Control Systems 1996 RTCA 77
377 DO-229 Minimum Operational Performance Standards for Global Positioning System/Wide Area Augmentation System Airborne

Equipment - Includes Change 1: 07/15/1997 and Change 2: 02/19/1998
1996 RTCA 570

378 DO-226 Guidance Material for Evolving Airborne Precision Area Navigation Equipment with Emphasis on MLS - ***ONLY
AVAILABLE IN HARDCOPY***

1995 RTCA 426

379 DO-186A Minimum Operational Performance Standards for Airborne Radio Communications Equipment Operating within the Radio
Frequency Range 117.975 - 137.000 MHz

1995 RTCA 78

380 DO-220 CHG 1 NULL 1995 RTCA 21
381 DO-227 Minimum Operational Performance Standards for Lithium Batteries 1995 RTCA 91
382 DO-228 Minimum Operational Performance Standards for Global Navigation Satellite System (GNSS) Airborne Antenna

Equipment - Includes Change 1: 01/11/2000
1995 RTCA 64

383 DO-215A Guidance on Aeronautical Mobile Satellite Service (AMSS) End-To-End System Performance 1995 RTCA 144
384 DO-213 CHG 1 NULL 1995 RTCA 13
385 DO-217 CHG 1 Minimum Aviation System Performance Standards DGNSS Instrument Approach System: Special Category 1 (SCAT-1) 1994 RTCA 22
386 DO-197A Minimum Operational Performance Standards for an Active Traffic Alert and Collision Avoidance System I (Active TCAS

I) - Incorporates Errata: 1994
1994 RTCA 87



387 DO-225 VHF Air-Ground Communications System Improvements Alternatives Study and Selection of Proposals for Future Action 1994 RTCA 278
388 DO-223 Minimum Operational Performance Standards for Aircraft Context Management (CM) Equipment 1994 RTCA 86
389 DO-221 Guidance and Recommended Requirements for Airport Surface Movement Sensors - ***ONLY AVAILABLE IN

HARDCOPY***
1994 RTCA 66

390 DO-222 Guidelines on AMS(R)S Near-Term Voice Implementation and Utilization - Includes Errata: 1994; ***ONLY
AVAILABLE IN HARDCOPY***

1994 RTCA 107

391 DO-224 Signal-In-Space Minimum Aviation System Performance Standards (MASPS) for Advanced VHF Digital Data
Communications Including Compatibility with Digital Voice Techniques - Includes Change 1: 04/30/1998

1994 RTCA 245

392 DO-214 Audio Systems Characteristics and Minimum Operational Performance Standards for Aircraft Audio Systems and
Equipment

1993 RTCA 168

393 DO-216 General Specifications for Ground Based Electronic Equipment - ***ONLY AVAILABLE IN HARDCOPY*** 1993 RTCA 173
394 DO-218 Minimum Operational Performance Standards for the Mode S Airborne Data Link Processor - Includes Change 1:

01/27/1997
1993 RTCA 274

395 DO-220 NULL 1993 RTCA 272
396 DO-217 Minimum Aviation System Performance Standards DGNSS Instrument Approach System; Special Category I (SCAT-I) 1993 RTCA 338
397 DO-219 Minimum Operational Performance Standards (MOPS) For ATC Two-Way Data Link Communications 1993 RTCA 340
398 DO-213 NULL 1993 RTCA 52
399 DO-208 CHG 1 Minimum Operational Performance Standards for Airborne Supplemental Navigation Equipment Using Global Positioning

System (GPS)
1993 RTCA 24

400 DO-212 Minimum Operational Performance Standards for Airborne Automatic Dependent Surveillance (ADS) Equipment 1992 RTCA 96
401 DO-211 User Requirements for Future Airport and Terminal Area Communications, Navigation and Surveillance - ***ONLY

AVAILABLE IN HARDCOPY***
1992 RTCA 210

402 DO-209 Minimum Operational Performance Standards for Devices That Prevent Blocked Channels Used in Two-Way Radio
Communications Due to Simultaneous Transmissions - Includes Errata: 1992; ***ONLY AVAILABLE IN
HARDCOPY***

1992 RTCA 61

403 DO-178B Software Considerations in Airborne Systems and Equipment Certification - Includes Errata: 12/01/1992, 03/26/1999, and
08/15/2006

1992 RTCA 124

404 DO-181A Minimum Operational Performance Standards for Air Traffic Control Radar Beacon System/Mode Select
(ATCRBS/MODE S) Airborne Equipment - Includes Change 1: 01/14/1993 and Change 2: 01/27/1997

1992 RTCA 290

405 DO-208 Minimum Operational Performance Standards for Airborne Supplemental Navigation Equipment Using Global Positioning
System (GPS)

1991 RTCA 214

406 DO-207 Minimum Operational Performance Standards for Devices That Prevent Blocked Channels Used in Two-Way Radio
Communications Due to Unintentional Transmissions

1991 RTCA 32

407 DO-205 NULL 1990 RTCA 129
408 DO-180A Minimum Operational Performance Standards for Airborne Area Navigation Equipment Using a Single Collocated

VOR/DME Sensor Input
1990 RTCA 170

409 DO-185
VOLUME I

Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System (TCAS) Airborne
Equipment Volume I Consolidated Edition - Incorporates Change 1: 09/12/1994

1990 RTCA 412

410 DO-185
VOLUME II

Minimum Operational Performance Standards for Traffic Alert and Collision Avoidance System (TCAS) Airborne
Equipment Volume II Consolidated Edition - Incorporates Change 1: 09/12/1994

1990 RTCA 492

411 DO-206 Minimum Aviation System Performance Standards for Radiodetermination Satellite Service (RDSS) - ***ONLY
AVAILABLE IN HARDCOPY***

1990 RTCA 35

412 DO-204 Minimum Operational Performance Standards 406 MHz Emergency Locator Transmitters (ELT) - Includes Change 1:
1994, Change 2: 1997, and Change 3: 6/12/2001

1989 RTCA 102

413 DO-160C Environmental Conditions and Test Procedures for Airborne Equipment - Change No. 1 - 1990, Errata - 1990, Change No.
2 - 1992, Change No.3 - 1993

1989 RTCA 315

414 DO-201 User Recommendations for Aeronautical Information Services 1988 RTCA 118



415 DO-200 Preparation, Verification and Distribution of User-Selectable Navigation Data Bases 1988 RTCA 29
416 DO-199 VOL I Potential Interference to Aircraft Electronic Equipment from Devices Carried Aboard 1988 RTCA 198
417 DO-199 VOL II Potential Interference to Aircraft Electronic Equipment from Devices Carried Aboard 1988 RTCA 188
418 DO-202 Report of Special Committee 159 on Minimum Aviation System Performance Standards (MASPS) for Global Positioning

System (GPS)
1988 RTCA 103

419 DO-190 Minimum Operational Performance Standards for Airborne Area Navigation Equipment Using Omega/VLF Inputs 1986 RTCA 200
420 DO-191 Minimum Operational Performance Standards for Airborne Thunderstorm Detection Equipment 1986 RTCA 72
421 DO-192 Minimum Operational Performance Standards for Airborne ILS Glide Slope Receiving Equipment Operating within the

Radio Frequency Range of 328.6-335.4 MHz - Superseded DO-132A
1986 RTCA 74

422 DO-195 Minimum Operational Performance Standards for Airborne ILS Localizer Receiving Equipment Operating within the
Radio Frequency Range of 108-112 MHz

1986 RTCA 84

423 DO-196 Minimum Operational Performance Standards for Airborne VOR Receiving Equipment Operating within the Radio
Frequency Range of 108-117.95 MHz

1986 RTCA 128

424 DO-193 User Requirements for Future Communications, Navigation, and Surveillance Systems, Including Space Technology
Applications - ***ONLY AVAILABLE IN HARDCOPY***

1986 RTCA 228

425 DO-194 Minimum Operational Performance Standards for Airborne Area Navigation Equipment Using Loran-C Inputs - ***ONLY
AVAILABLE IN HARDCOPY***

1986 RTCA 208

426 DO-178A Software Considerations in Airborne Systems and Equipment Certification - Reprinted: 06/1989; Incorporates Errata:
10/06/1986

1985 RTCA 68

427 DO-189 Minimum Operational Performance Standards for Airborne Distance Measuring Equipment (DME) Operation within the
Radio Frequency Range of 960-1215 Megahertz

1985 RTCA 212

428 DO-187 Minimum Operational Performance Standards for Airborne Area Navigation Equipment Using Multi-Sensor Inputs 1984 RTCA 184
429 DO-188 Emergency Locator Transmitter (ELT) Batteries Guidance and Recommendations 1984 RTCA 29
430 DO-160B Environmental Conditions and Test Procedures for Airborne Equipment 1984 RTCA 237
431 DO-183 Minimum Operational Performance Standards for Emergency Locator Transmitters: Automatic Fixed - ELT (AF);

Automatic Portable - ELT (AP): Automatic Depolyable - ELT (AD); Survival - ELT (S); Operating on 121.5 and 243.0
Megahertz - Includes Change 1: 1/17/

1983 RTCA 85

432 DO-184 Traffic Alert and Collision Avoidance System (TCAS) I Functional Guidelines 1983 RTCA 41
433 DO-182 Emergency Locator Transmitter (ELT) Equipment Installation and Performance 1982 RTCA 156
434 DO-179 Minimum Operational Performance Standards for Automatic Direction Finding (ADF) Equipment 1982 RTCA 56
435 DO-174 Minimum Operational Performance Standards for Optional Equipment Which Displays Non-Radar Derived Data on

Weather and Ground Mapping Radar Indicators
1981 RTCA 41

436 DO-175 Minimum Operational Performance Standards for Ground Based Automated Weather Observation Equipment 1981 RTCA 45
437 DO-176 FM Broadcast Interference Related to Airborne ILS, VOR and VHF Communications - Includes Errata: 1984; ***ONLY

AVAILABLE IN HARDCOPY***
1981 RTCA 101

438 DO-177 Minimum Operational Performance Standards for Microwave Landing System (MLS) Airborne Receiving Equipment -
Incorporates Change No.1: 1982 and Change No.2: 09/19/1986; ***ONLY AVAILABLE IN HARDCOPY***

1981 RTCA 164

439 DO-178 Software Considerations in Airborne Systems and Equipment Certification 1981 RTCA 74
440 DO-171 Recommendations on Policies and Procedures for Off-The-Shelf Electronic Test Equipment Acquisition and Support -

***ONLY AVAILABLE IN HARDCOPY***
1980 RTCA 68

441 DO-172 Minimum Operational Performance Standards for Airborne Radar Approach and Beacon Systems for Helicopters - Change
No.1

1980 RTCA 106

442 DO-173 NULL 1980 RTCA 84
443 DO-169 VHF Air-Ground Communication Technology and Spectrum Utilization 1979 RTCA 70
444 DO-164A Minimum Performance Standards Airborne Omega Receiving Equipment 1979 RTCA 120
445 DO-166 V I Microwave Landing System (MLS) Implementation 1977 RTCA 137
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446 DO-166 V II Microwave Landing System (MLS) Implementation 1977 RTCA 308
447 DO-167 Airborne Electronics and Electrical Equipment Reliability 1977 RTCA 29
448 DO-161A Minimum Performance Standards - Airborne Ground Proximity Warning Equipment 1976 RTCA 54
449 DO-163 Minimum Performance Standards - Airborne High Frequency Radio Communications Transmitting and Receiving

Equipment Operating within the Radio Frequency Range of 1.5 to 30 Megahertz; - Incorporates Errata - 1978
1976 RTCA 72

450 DO-165 Initial Report on Civil Aviation Frequency Spectrum Requirements 1980-2000 - ***ONLY AVAILABLE IN
HARDCOPY***

1976 RTCA 158

451 DO-158 Minimum Performance Standards - Airborne Doppler Radar Navigation Equipment 1975 RTCA 34
452 DO-162 Air-Ground Communications - Operational Considerations for 1980 and Beyond 1975 RTCA 114
453 DO-155 Minimum Performance Standards Airborne Low-Range Radar Altimeters 1974 RTCA 70
454 DO-154 Recommended Basic Characteristics for Airborne Radio Homing and Alerting Equipment for Use with Emergency Locator

Transmitters (ELT) - ***ONLY AVAILABLE IN HARDCOPY***
1973 RTCA 22

455 DO-152 Minimum Operational Characteristics - Vertical Guidance Equipment Used in Airborne Volumetric Navigation Systems -
Incorporates Appendix D: 4/23/74

1972 RTCA 119

456 DO-148 VOL I New Guidance System for Approach and Landing 1970 RTCA 82
457 DO-148 VOL II New Guidance System for Approach and Landing; Correction Sheet 1970 RTCA 400
458 DO-143 Minimum Performance Standards - Airborne Radio Marker Receiving Equipment Operating on 75 Megahertz 1970 RTCA 50
459 DO-144 Minimum Operational Characteristics - Airborne ATC Transponder System - Includes Change 1: 11/5/1970 1970 RTCA 63
460 DO-136 Universal Air-Ground Digital Communication System Standards 1968 RTCA 108
461 DO-127 Standard Procedure for the Measurement of Radio-Frequency Radiation from Aviation Radio Receivers Operating within

the Radio Frequency Range of 30-890 Mc/s - ***ONLY AVAILABLE IN HARDCOPY***
1965 RTCA 29

462 DO-117 Standard Adjustment Criteria for Airborne Localizer and Glide Slope Receivers - Incorporates Errata Paper 46-63;
***ONLY AVAILABLE IN HARDCOPY***

1963 RTCA 11

463 DO-088 Altimetry - Third Repringing: March 1, 1991; Incorporates Appendix 1: 5/15/1959 1958 RTCA 92
464 DO-060 Environmental Test Procedures Airborne Radio Equipment (Amended) 1954 RTCA 26
465 DO-56 VOR Test Signals - ***ONLY AVAILABLE IN HARDCOPY*** 1954 RTCA 65
466 DO-62 Calibration Procedures Test Standards Omni-Bearing Selectors and Omni-Bearing Selector Test Sets - ***ONLY

AVAILABLE IN HARDCOPY***
1954 RTCA 23

467 DO-52 Calibration Procedures for Signal Generators Used in the Testing of VOR and ILS Receivers - ***ONLY AVAILABLE IN
HARDCOPY***

1953 RTCA 88


